FREE DRAINING
BACKEFILL

WX

7
SOV
R

N

200mm CF8i WALL \

SMOOTH LEVEL SURFACE
FOR CONFORM WALL

¢

15M VERTICAL
REINFORCING BARS
(SEE PLANS FOR
LOCATION)

35 15M X 610mm VERTICAL
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DOWELS AT 667mm MAX
(SEE PLANS FOR
LOCATION)

100mm TAPE TO SEAL
WALL JOINTS AND TOP OF
NUFORM DRAINAGE MAT.
INTERIOR TAPE CUT FLUSH
TO FINISHED FLOOR
AFTER SLAB IS POURED

CAULKING

CONCRETE SLAB ON
GRADE

FINISHED FLOOR
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30 MIN.

200

VAPOR BARRIER OVER
GRANULAR FILL - LAP
150mm WITH DRAINAGE

EQ

150

MAT

WEEPING TILE
WI/FILTER CLOTH
AND 150mm OF STONE

CONCRETE FOOTING AS
REQUIRED BY LOCAL
STANDARDS

\

NUFORM|

Nuform Building Technologies Inc.
1 Regalcrest Court,

Woodbridge, Ontario, Canada L4L 8P3
Tel: 905-652-0001 Fax: 905-652-0002
Toll Free: 1-877-747-9255
Web Page:www.nuformdirect.com

200mm CF8i WALL -
BASEMENT WALL

A\ CONFORM

DRAINAGE MAT

- PLACE DIMPLED SIDE ON FOOTING AND
EXTEND 60mm VERTICALLY ON FACE OF
CONFORM WALL

- OVERLAP LAYERS AS REQUIRED, TO
EXTEND 30mm MIN. BEYOND FOOTING
EACH SIDE

-ANCHOR TO WALL AT 333mm o/c & TO
FOOTING AT 1000mm o/c.

- DETAIL FOR FORMWORK ONLY

- ALL DETAILS, REINFORCING STEEL & CONCRETE MUST
BE DESIGNED & CONFIRMED BY PROJECT STRUCTURAL

ENGINEER AND / OR PROJECT ARCHITECT.
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