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200mm CF8i WALL

15Mx1220 DOWELS AT 1000 O/C MAX.

BOND BREAKER PLACED PRIOR TO
POURING SLAB. USE DRAINAGE MAT
or 6 MIL. POLY or 13mm ASPHALT
IMPREGNATED FIBRE BOARD

CONTINUOUS TEMPORARY ANGLE
FOR ERECTION L76x51x4.8 WITH
7.9¢ HOLES @ 400 O/C EACH LEG
FOR 6.4¢x38 CONCRETE SCREWS
AND 6.46x38 FLANGED HEX HEAD
SCREWS.

TOP OF SLAB
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255 CONCRETE FOUNDATION WALL

CONCRETE FOOTING AS REQUIRED
BY LOCAL STANDARDS
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- DETAIL FOR FORMWORK ONLY
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NUFORM|

Nuform Building Technologies Inc.

1 Regalcrest Court,
Woodbridge, Ontario, Canada L4L 8P3
Tel: 905-652-0001 Fax: 905-652-0002

Toll Free: 1-877-747-9255
Web Page:www.nuformdirect.com

200mm CF8i WALL -
255mm FOUNDATION WALL

A\ CONFORM

- ALL DETAILS, REINFORCING STEEL & CONCRETE MUST
BE DESIGNED & CONFIRMED BY PROJECT STRUCTURAL
ENGINEER AND / OR PROJECT ARCHITECT.
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