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2 - 38x38x76 EMBEDED PLASTIC NAILING
INSERTS AT SCUPPER
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TO SUIT
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16mm EXTERIOR GRADE PLYWOOD

FASTENED TO BOX CONNECTOR AT
EACH END TO CONTAIN CONCRETE

2 - 38x38x76 EMBEDED PLASTIC
NAILING INSERTS AT SCUPPER
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NUFORM|

Nuform Building Technologies Inc.
1 Regalcrest Court,

Woodbridge, Ontario, Canada L4L 8P3
Tel: 905-652-0001 Fax: 905-652-0002
Toll Free: 1-877-747-9255
Web Page:www.nuformdirect.com

200mm CF8i WALL -
ROOF SCUPPER

A\ CONFORM

EXTEND ROOFING MEMBRANE OVER
WOOD BLOCKING/CONFORM WALL

CAP FLASHING & WOOD
BLOCKING (BY OTHERS)

|
\<>\:. T~ STEEL DECK & JOIST
. | . (BY OTHERS)

INSULATION & ROOFING
(BY OTHERS)

CONTINUOUS ANGLE AS PER
DETAIL T832. NOTCH VERTICAL LEG
TO SUIT SCUPPER

STEEL BEAM & COLUMN BEYOND
(BY OTHERS)

SECTION

- DETAIL FOR FORMWORK ONLY

- ALL DETAILS, REINFORCING STEEL & CONCRETE MUST
BE DESIGNED & CONFIRMED BY PROJECT STRUCTURAL
ENGINEER AND / OR PROJECT ARCHITECT.
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